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This subpart applies to the following
vehicles:

(a) 1968 and later model year light-
duty vehicles and light-duty trucks.

(b) 1970 and later model year heavy-
duty engines built after December 31,
1969.

(c) 1978 and later model year motor-
cycles built after December 31, 1977.

(d) References in this subpart to en-
gine families and emission control sys-
tems shall be deemed to apply to dura-
bility groups and test groups as appli-
cable for manufacturers certifying new
light-duty wvehicles, light-duty trucks,
and Otto-cycle complete heavy-duty
vehicles under the provisions of sub-
part S of this part.

[45 FR 66956, Oct. 8, 1980, as amended at 64 FR
23923, May 4, 1999; 66 FR 59963, Oct. 6, 2000]

§86.1602 Definitions.

The definitions provided in subpart A
also apply in this subpart. Additional
definitions that apply in this subpart
are as follow:

Altitude performance adjustments are
adjustments or modifications made to
vehicle, engine, or emission control
functions in order to improve emission
control performance at altitudes other
than those for which the vehicles were
designed.

Low altitude means any elevation less
than or equal to 1,219 meters (4,000
feet).

Manufacturer parts are parts produced
or sold by the manufacturer of the
motor vehicle or motor vehicle engine.

§86.1603 General requirements.

(a) Manufacturers of vehicles speci-
fied in §86.1601 shall submit to the Ad-
ministrator for approval the following
altitude performance adjustment in-
structions.

(1) Low-altitude adjustment instruc-
tions for vehicles certified to meet the
appropriate high-altitude emission
standards.

(2) High-altitude adjustment instruc-
tions for vehicles certified to meet the
appropriate low-altitude emission
standards.

(b) Manufacturers are not required to
submit altitude adjustment instruc-
tions for vehicles equipped with sys-
tems or devices that compensate (in
full or in part) the engine fuel metering

§86.1603

system for air density changes. Manu-
facturers claiming this exemption
must submit to the Administrator for
approval a notification of the claim
specifying the affected vehicles. The
notification must also describe the
compensating system used.

(c) Manufacturers may request the
Administrator to waive the application
of this regulation for vehicles which
potentially may never be operated at
an altitude other than that for which
they were designed (such as vehicles
which are not offered for sale within
the continental United States).

(d) Manufacturers shall meet the re-
quirements of paragraph (a), according
to the following schedule:

(1) Altitude adjustment instructions
for all 1980 and earlier model year vehi-
cles or engines shall be submitted to
the Administrator within one (1) year
of the effective date of this regulation.

(2) Altitude adjustment instructions
for 1982 and later model year vehicles
or engines shall be submitted to the
Administrator within 30 days of the
issuance of the certificate of con-
formity for those vehicles or engines.
For vehicles or engines certified for the
1981 model year before the publication
of this regulation, altitude adjustment
instructions shall be submitted within
90 days of the publication of this regu-
lation.

(e) Failure to submit altitude per-
formance adjustment instructions in
accordance with this section is a viola-
tion of section 203(a)(3) of the Clean Air
Act and may result in penalties as
specified in section 205 of the Clean Air
Act. The Administrator may grant ex-
tensions of the schedule in paragraph
(c) if the manufacturer submits a writ-
ten request to the Administrator speci-
fying the reasons for the need for the
extension. Requests for an extension
must be received by EPA at least 5
working days prior to the submittal
date contained in paragraph (d).

(f) The adjustment instructions (in-
cluding labels) that the Administrator
approves under this subpart shall be
made available by the manufacturer at
no cost to service outlets and the gen-
eral public. EPA encourages manufac-
turers to notify vehicle owners in high-
altitude areas of the availability of
high-altitude adjustments.
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